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28 INCH CONE

(MINIMUM SIZE CONE FOR ALL CLASSES OF
ROADS EXCEPT FREEWAYS AND EXPRESSWAYS)

3" 10 4"

:

WHITE RETROREFLECTIVE

-

FOR NIGHT USE
2" MIN.

N

28”

MINIMUM
RESISTANT PLASTIC

141%" MINIMUM BASE SIZE
EXCLUDING BALLAST

1
Y

GENERAL NOTES

SHEETING OR COLLARS REQUIRED

ORANGE, OR FLUORESCENT RED-ORANGE
ULTRA VIOLET STABILIZED IMPACT

36 INCH CONE

(REQUIRED FOR FREEWAYS AND EXPRESSWAYS)

3" 10 4"

1

.

2" MIN.

B

| 1415" MINIMUM BASE SIZE

A
\i

EXCLUDING BALLAST

1-ACHIEVE BALLASTING BY USING SPECIAL WEIGHTED BASES SUCH AS SAND BAG RINGS, DOUBLING CONES,
OR BASES THAT CAN BE FILLED WITH BALLAST. SEVENTY PERCENT OF THE WEIGHT OF THE CONE MUST
BE IN THE BASE. USE BALLASTS THAT DO NOT PRESENT A HAZARD WHEN STRUCK.

36"
MINIMUM
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